
TECHNICAL DATA SHEET
Packaging     Code
4 x 4 L        1111278001
20 L           1111334001

Description:
THERMOTHANE is a unique aqueous thermoplastic-urethane sealer specifically formulated for the
protection of interior non-resilient surfaces such as concrete, quarry tile, mexican tile, unglazed
ceramic, slate, etc. THERMOTHANE does not contain flammable solvents, it is odourless, fast drying
and slip resistant. This water based emulsion sealer is available for industrial and institutional use
where rugged durability and chemical resistance are required and when non-yellowing, odourless and
waterproof properties are essential.

Use Direction:
1.Sweep the floor to remove loose soil and debris. Remove grease, oil and soil with a heavy duty
stripper degreaser using a floor machine or an automatic scrubber with a stripping pad or wire
brush. Rinse floor thoroughly and allow to dry. If a permanent type scaler is on the floor, abrade
with a 100 mesh screen back. Pre-test floor for proper sealer adhesion.

2.Apply two to three coats of sealer using a mop or applicator. Allow 30 to 60 minutes drying time
between coats (under humid conditions allow for longer drying time).

3.Do not permit heavy traffic for 6 to 8 hours.
CAUTION: This sealer is not a concrete curing compound. Do not apply to new concrete less than 30
days old.
KEEP FROM FREEZING.

BIODEGRADABLE. DEGRADABILITY DETERMINED IN ACCORDANCE WITH OECD TEST No.301D. 

Technical Specifications:
Appearance                                                                                                                 Opaque liquid
Colour                                                                                                                                      White
Odour                                                                                                                                     Acrylic
Specific Gravity                                                                                                            1.020 – 1.025
pH                                                                                                                                       7.5 – 8.0
Refractive index (% Brix)                                                                                             27.0 – 28.0%
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Security:
HEALTH                               1
FLAMMABILITY                   0
REACTIVITY                         0
PERSONAL PROTECTION   X
X =                            See SDS
0 =                     Insignificant
1 =                                Slight
2 =                         Moderate
3 =                                 High
4 =                            Extreme

Note:
The data presented herein is based
on experiments and information
believed reliable. However, we can
make no guarantee on performance
of, or results obtained through the
use of the product herein described
owing to varying conditions in
laboratories and plants over which
we have no control. Neither can any
guarantee be given that the products
or uses outlined will not infringe any
existing patents.


