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PACKAGING  CODE
4 x 4 L (4 x 1.06 US gal) 2086278001

20 L (5.28 US gal) 2086334001

FOR A MORE COMPLETE CLEAN, CONTACT US!

DESCRIPTION:
PREMIERE Superior Floor Finish offers high gloss, superior durability, an excellent detergent resistance and is well suited for low, periodic and high 
maintenance schedules. PREMIERE Superior Floor Finish has outstanding lay down gloss and gloss retention and it responds well to burnishing. It 
will maintain its gloss even in high traffic areas. It also has excellent scuff, black heel mark, and overall wear resistance. 

USE DIRECTIONS:
NOTE: Ensure adequate ventilation. Thoroughly clean the floor prior to applying PREMIERE.

FINISH APPLICATION:
1) Remove the old floor finish completely and sealer using an Avmor floor stripper and rinse with water. 
2) Once the floor is dry, apply 2 coats of a floor sealer. Let dry.
3) Apply 2-6 uniform coats of PREMIERE. Allow 20-40 minutes drying time between coats. 
4) Wait 24 hours before burnishing.
5) Burnish (1500-3000 RPM) for a “Wet Look” shine.

SCRUB AND RECOAT: 
1) Dust mop the floor to remove dirt and grit. 
2) Dilute top scrub cleaner into a mop bucket or autoscrubber. 
3) Apply solution to floor. 
4) With a low speed rotary floor machine use a blue pad to scrub floor to remove the top one or two layers of soiled finish. 
5) Pick up dirty solution with mop or wet vacuum.
6) Rinse thoroughly and let dry completely before recoating. 
7) When the floor is dry apply 2 to 3 uniform coats of PREMIERE. Allow 20-40 minutes drying time between coats. 
8) Wait 24 hours before burnishing. 
9) Burnish (1500-3000 RPM) for a “Wet Look” shine.

DAILY CLEANING: 
1) Dust mop the floor to remove dirt and grit. 
2) Use a neutral cleaner with mop or autoscrubber to remove soil. 
3) When required use a burnisher (1500-3000 RPM), burnish the floor to build shine, remove scratches, scuff marks or repair high traffic areas.

PERIODIC MAINTENANCE: 
1) Dust mop the floor to remove dirt and grit. 
2) Use a neutral cleaner with mop or autoscrubber to remove soil. 
3) On a weekly basis, burnish (1500-3000 RPM) the floor to remove scratches, scuff marks and to build shine.

  (Continued on the back)

FINISHES SUPERIOR FLOOR FINISH

SECURITY:
HEALTH 1
FLAMMABILITY 0
REACTIVITY 0
PERSONAL PROTECTION X
X = See SDS
0 = Insignificant
1 = Slight
2 = Moderate
3 = High
4 = Extreme

NOTE:
The data presented herein is based on 
experiments and information believed 
reliable. However, we can make no 
guarantee on performance of, or 
results obtained through the use of 
the product herein described owing to 
varying conditions in laboratories and 
plants over which we have no control. 
Neither can any guarantee be given 
that the products or uses outlined will 
not infringe any existing patents.

PREMIERE
TM
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PRECAUTIONS FOR FOOD PLANTS: 
Must be applied in keeping with manufacturers recommendations for application on hard smooth level surfaces. To avoid possible adverse organoleptic 
effects in food, which are processed in the area, adequate precautions should be taken to ensure that the volatile constituents of the applied products 
do not contaminate the foods. 

RECYCLING:
This product package including the container, label and shipping carton are all designed to be recycled.

TECHNICAL SPECIFICATIONS:
Appearance Opaque Liquid
Colour White
Odour Acrylic Odour
Specific Gravity 1.030 – 1.040
pH  8.0 – 9.0
Refractive Index (% Brix) 31.0 – 35.0%
4 L (1.06 US Gallon) Coverage      186 – 232 m2 (2000 – 2500 ft2)

PREMIERE
TM

*

* Floor coating and finishing material, as to slip resistance only.


