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PACKAGING  CODE
4 x 1.8 L (4 x 0.48 US gal) DC 2049257001

4 x 3.78 L (4 x 1 US gal) DC 2049276030

4 x 4 L (4 x 1.06 US gal) 2049278001

FOR A MORE COMPLETE CLEAN, CONTACT US!

DESCRIPTION:
EP68 Carpet Cleaner 4 in 1 is a highly efficient, no added fragrance, cleaner for carpets where a neutral pH range solution is desirable. Use EP68 
for carpet extraction, bonnet cleaning, carpet spotting and as a traffic lane cleaner. The powerful cleaning agents in EP68 will quickly remove soils 
without harming the carpets. EP68 will resist re-soiling and effectively remove salt. EP68 is ideal for hotels, office buildings, schools, recreational 
centers and virtually every other kind of facility.

USE DIRECTIONS:
NOTE: To avoid excess foaming, pour cold water first or place dilution control system as close to the side of the container being filled. It is 
recommended to wear protective gloves and safety glasses. Improper use or dilution may lead to increased risk of health effects and affect 
product performance. Always use with cold water. Pretest for colourfastness in an inconspicuous area of the carpet. 

CARPET CLEANING or CARPET SPOTTING: 
1) Apply solution to surface to be cleaned with a bonnet machine, carpet extractor, spray bottle, terry towel or brush.
2) Agitation may speed up the cleaning action.
3) Once soils are loosened, pick-up solution with an extractor, wet/dry vacuum or a damp cloth.

TRAFFIC LANE CLEANER: 
1) Using a portable sprayer, spray a fine mist of EP68 over the soiled carpet. Let stand for few minutes, making sure the product does not dry.
2) Proceed to clean following your equipment directions.

SALT REMOVAL: 
1) Remove excess deposits with rigid spatula or scraper. 
2) Apply with sprayer (saturate deposit). Allow to work for 5 to 10 minutes.
3) Absorb with terry towel or extract. 
4) Rinse with tap water and extract. For difficult and hard to remove deposits, repeat steps. 

After the carpet is dry, vacuum thoroughly to remove any potential residue remaining from the cleaner.

Although this product has extremely reduced risk, if you are suffering from asthma or chemical sensitivity you may want to avoid the area for at least 
24 hours.

DILUTION RATIO      (1 part product : x parts water OR quantity of product / total quantity of solution)

Carpet Spotting   1:128   
   7 ml / 946 ml 
   31 ml / 4 L 
   0.2 oz / 32 oz 
   1 oz / 1 US gal 
Traffic Lane Cleaner   1:250   
   4 ml / 946 ml 
   16 ml / 4 L 
   0.1 oz / 32 oz 
   0.5 oz / 1 US gal 

  (Continued on the back) 

CARPET CARE CARPET CLEANER 4 IN 1

EP68

SECURITY:
HEALTH 2
FLAMMABILITY 0
REACTIVITY 0
PERSONAL PROTECTION X
X = See SDS
0 = Insignificant
1 = Slight
2 = Moderate
3 = High
4 = Extreme

NOTE:
The data presented herein is based on 
experiments and information believed 
reliable. However, we can make no 
guarantee on performance of, or 
results obtained through the use of 
the product herein described owing to 
varying conditions in laboratories and 
plants over which we have no control. 
Neither can any guarantee be given 
that the products or uses outlined will 
not infringe any existing patents.
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(Continued from previous page)
Salt Removal   1:350   
   3 ml / 946 ml 
   12 ml / 4 L 
   0.1 oz / 32 oz 
   0.4 oz / 1 US gal 
Carpet Cleaning   1:640   
   2 ml / 946 ml 
   6 ml / 4 L 
   0.05 oz / 32 oz 
   0.2 oz / 1 US gal 

DILUTION SYSTEM RATIO OPTIONS:
   OMNI-MIXX™ S2C™ AV-MIXX™ 
CARPET SPOTTING   1:128 --- 1:128 
TRAFFIC LANE CLEANER   --- --- --- 
SALT REMOVAL   1:350 --- 1:350 
CARPET CLEANING   --- --- --- 

PLEASE NOTE: Values are approximate and based upon 40 psi water pressure and water-thin viscosity of 1 cps.

RECYCLING:
This product including the container, label and shipping carton are all designed to be recycled. 
Follow all Federal, Provincial and local regulations regarding waste disposal. 

TECHNICAL SPECIFICATIONS:
Appearance Clear Liquid
Colour Colourless
Odour Surfactant
Specific Gravity 1.015 – 1.035
pH  5.5 – 6.5
Refractive Index (% Brix) 16.0 – 22.0%

*

EP68

* This product meets Green Seal® Standard GS-37 based on effective performance, concentrated volume, minimized/recycled packaging and 
protective limits on: VOCs and human & environmental toxicity. GreenSeal.org.


